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	Quotation

	

	DMG MORI Federal Services 

	LASERTEC 30 SLM US
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	Highlights

	- Additive Manufacturing with a 300 x 300 x 320 mm building volume
- Adaptive Beam Control Technology for optimizing precision and productivity 
- Optimized 3D Flow Technology for improved material properties 
- High precision building of 3D parts with layer thicknesses between 20 and 100 μm
- 1200 W programmable laser source capable of 7 discrete laser profiles 
- Non-contact recoater technology 
- Ideal process chain with post processing done on platforms such as NHX or NTX
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	Investment summary



	
	Machine and Options
	
	
	
	 

	
	Basic Machine

	
	LASERTEC 30 SLM US
	J-A02147
	1
	499,000.00
	USD 

	
	Control

	
	CELOS SLM for LASERTEC 30 SLM US
	J-014069
	1
	0.00
	USD 

	
	Options

	
	Process-Control File
	J-015846
	1
	0.00
	USD 

	
	Adaptive Beam Control
	J-026576
	1
	0.00
	USD 

	
	Full-closed loop control for Z-axis  (Direct scale feedback)
	J-026572
	1
	0.00
	USD 

	
	Laser Oscillator (1.2 kW)
	J-026575
	1
	0.00
	USD 

	
	BECKHOFF IPC -- Upgraded RAM 32 gb
	J-026603
	1
	2,800.00
	USD 

	
	Powder Tanks (2 Tank Specification)
	J-026562
	1
	0.00
	USD 

	
	Powder Bed Camera
	J-026568
	1
	0.00
	USD 

	
	Standard Gas Recirculation Pump and System
	J-026573
	1
	0.00
	USD 

	
	Build Plate: 6061 Aluminum
	J-026592
	1
	1,200.00
	USD 

	
	Material used for factory qualification testing (Other)
	J-026602
	1
	on request
	USD 

	
	Automation

	
	Signal lamp 4 colors (Red, yellow, green, blue) (STD)
	J-011672
	1
	0.00
	USD 

	
	General Options

	
	Air purge for Operation panel and Electrical cabinet (Standard)
	J-026637
	1
	0.00
	USD 

	
	Air purge for Laser Oscillator
	J-026571
	1
	0.00
	USD 

	
	Voltage of Customer Factory 220 V
	J-014885
	1
	0.00
	USD 

	
	Frequency 60 Hz
	J-G00961
	1
	0.00
	USD 

	
	Setting Unit mm
	J-004471
	1
	0.00
	USD 

	
	Screen Text Language

	
	Screen display English
	J-000080
	1
	0.00
	USD 

	
	Price machine and options
	
	503,000.00 
	USD



	
	Services
	
	
	
	 

	
	Options for MAPPS / SIEMENS / CELOS Control*

	
	IoTconnector (SK-OP)
	J-011731
	1
	0.00
	USD 

	
	Special constructions services

	
	DMFS FFP Costing
	SK001
	1
	32,051.00
	USD

	
	DMFS Price Federal Compliance
	SK002
	1
	21,368.00
	USD

	
	Sales company services

	
	SV1: Standard Machine Installation
	Z-COST01
	1
	0.00
	USD 

	
	DMG MORI Precision Protection Program
	Z-COST05
	1
	30,180.00
	USD 

	
	DMG MORI Connect
	Z-COST06
	1
	1,000.00
	USD 

	
	EG1: Standard Machine Training
	Z-COST07
	1
	0.00
	USD 

	
	
	
	
	

	
	Price services
	
	84,599.00 
	USD

	
	
	
	
	

	
	
	
	
	

	
	Price machine and options
	
	503,000.00 
	USD

	
	Price services
	
	84,599.00 
	USD

	
	
	
	

	Total price
	
	587,599.00 
	USD

	
	
	

	
	
	




Quotation note

"The quoted price includes all current applicable duties as of the date of this Quotation. DMG MORI reserves the right to adjust the price in the event of a significant increase in duty rates before the delivery date".
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Precision Protection Program
DMG MORI wants to ensure you have complete coverage for your investment.
Our industry unique Precision Protection Program can protect you against unexpected service and parts costs resulting from a breakdown or collision, arising from operator error.
Trust in us to provide you with the latest technology and superior coverage to protect your business and valued investment!

What is covered?
+ DMG MORI machinery and DMQP peripherals 
+ Cost to repair or replace equipment damaged by a covered breakdown, including parts and labor, subject to a $1,000 deductible per claim
+ Includes coverage for the repair costs arising from operator error, including parts and labor, subject to a $1,000 deductible per claim

What is the coverage limit?
+ The Precision Protection limit is the purchase price of the equipment
+ Coverage is effective for a 5-year term from the start of installation

What is the cost?
+ 6% of the purchase price of the machine.

· Please note: The machine must be maintained, serviced & repaired in accordance with DMG MORI’s recommended guidelines, using only DMG MORI approved service engineers & parts

DMG MORI Connect

Streamline your production process while maximizing output and machine lifecycle.
2 years of service included during standard machine warranty.

DMG MORI Messenger Cloud
· Real time monitoring and history analysis platform
· Convenient web access from PCs and mobile devices
· Simple data exports for in-depth evaluation and reporting

DMG MORI NETservice
· Remote diagnosis supported by DMG MORI service experts
· Immediate and direct support minimizes downtime and service costs
· Secure encrypted connection

YouTube video
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	Quote number:  52508358301
	

	
	Series J-LASERTEC30_SLM_C02 valid 12/01/2024 - 12/31/4000
	10/22/2025
	|
	  11 / 1

	
	Price status: 10/22/2025
	

	* further description see attachment
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DMG MORI Manufacturing USA
LASERTEC 30 SLM US

	
	Machine and Options
	
	USD
	USD 

	
	
	
	
	

	
	Basic Machine

	
	

	
	LASERTEC 30 SLM US 
Machine for production of high precision 3D parts using SLM powder bed process
Machine inclusive of: 19" display

Process chamber incl:
integrated gloves 
computer controlled inert gas circuit 
incl. pressure and oxygen control 
gas filtration system
build chamber dimensions (300 x 300 x 320 mm)
Recoater including patented electrostatic smoothing technology 

Optical system incl: 
X/Y scanning system; digital control 
quartz glass F-Theta optic 
minimal gaussian focus diameter 86 um / minimum ring focus diameter 246 um 
Water cooled incl. chiller 
Enclosed laser cabinet (laser class 1) with laser safety window

Electrical system incl: 
Machine Supply Voltage 400 V 
Machine Supply Frequency 50-60 hz
UL electrical cabinet and design manufactured in house 
Machine Control Voltage 24 V  
Beckhoff TwinCAT with EtherCAT control system  
High Performance Industrial PC (16 GB RAM) 
FPGA Laser and Scanner Control 

Powder system incl:
Static powder diverter for uniform distribution and splitting of powder
Layer wise powder dosing device for precise metering of material    


Weight: Approx 2500 kg (without powder) 
	J-A02147*
	1
	
	499,000.00

	
	Control

	
	

	
	CELOS SLM for LASERTEC 30 SLM US
Software incl.: 1 machine copy and 1 desktop copy for programming and operating machine 
Apps incl: 
Rdesigner
Material Management
Manual Control 
Job Control
Job History 
Watcher 
Settings 
	J-014069*
	1
	
	0.00

	
	Options

	
	

	
	Process-Control File
File for the production of metal components using the SLM process for 1 given material and 1 layer thickness in both traditional (mode 0) and hybrid (mode 0/6) strategies 
	J-015846*
	1
	
	0.00

	
	Adaptive Beam Control
This tool enables the programatic control of the machine's laser power based on either a pre-calculated or layer wise created file. File formats can be either .JSON or .CSV

	J-026576*
	1
	
	0.00

	
	Full-closed loop control for Z-axis  (Direct scale feedback)
Magnescale SmartScale linear encoder with 0.001 um resolution.

	J-026572*
	1
	
	0.00

	
	Laser Oscillator (1.2 kW)
Semiconductor laser that can emit lasers of up to 1.2 kW. The laser wavelength is 1070±10 nm. A pilot laser can also be used to check the optical axis position and the position of the processing point. The laser has programmable index settings 0-6 from gaussian to ring

	J-026575*
	1
	
	0.00

	
	BECKHOFF IPC -- Upgraded RAM 32 gb 
Upgrade onboard RAM of BECKHOFF IPC from 16 to 32 gb to allow for operation of extremely complex workpieces. Customers with individual .STL files exceeding 10 gb should consider this option

	J-026603*
	1
	
	2,800.00

	
	Powder Tank (2 Tank Specification)
Stainless Steel Tanks capable of holding over 50 liters of metal powder in a variety of alloys
Integrated 2" sanitary connections top and bottom  
Integrated 2" butterfly valves for isolation when loading/unloading or in storage
Integrated valve position sensors  
2x Quick disconnects for Argon Line Connections
Powder baffle technology for consistent flow rate regardless of fill volume  
	J-026562*
	1
	
	0.00

	
	Powder Bed Camera
A 5.1 megapixel GigE camera located in an off-axis position to observe the state of the powder bed. The powder bed is the area where selectively melted components are produced, the camera captures images after completion of melting and recoating.

	J-026568*
	1
	
	0.00

	
	Standard Gas Recirculation Pump and System 
Shielding gas: Argon 
Gas tight blower capable of volumetric flowrates in the machine up to 1400 LPM in either Ar or N to ensure adequete filtration of process by products.

	J-026573*
	1
	
	0.00

	
	Build Plate: 6061 Aluminum 
1x 300 x 300 x 40 mm build plate used in the SLM process as the substrate material. Compatible with many aluminum alloys

	J-026592*
	1
	
	1,200.00

	
	Material used for factory qualification testing (Other)
Material used for factory qualification testing: Other (Refer to Special Constructions) Need to select when material is different than Standard Materials

	J-026602*
	1
	
	on request

	
	Automation

	
	

	
	Signal Lamp 4 Colors (Red, Yellow, Green, Blue) 
The machine status is indicated by the LED color. It is mounted at top front of machine so that it is visible from a distance. The power-saving, maintenance-free LEDs with a viewing angle of 360 degree is adopted. The color specification can be selected from the following two types: 
<Type 1>
- Red: Various alarms 
- Yellow: Program end (M02/M30) 
- Green: Automatic mode operation
<Type 2 (Standard)>
- Red: Various alarms 
- Yellow: The cycle start prohibited 
- Green: Automatic mode operation 
- Blue: During Operation mode 2/3 being selected 
*Buzzer function is not included. Please select the "Signal Lamp Buzzer" specification separately.

	J-011672*
	1
	
	0.00

	
	General Options

	
	

	
	Air Purge for Operation Panel and Electrical Cabinet
Raises the air pressure inside the operation panel and the electrical cabinet. It prevents dust from entering the inside of operation panel and electrical cabinet. This is effective for carbon and graphite machining. When the handle of the residual pressure exhaust valve on the pneumatic unit mounting panel is opened, the air of the air purge is supplied to the operation panel and the electrical cabinet.
*Consumption air flow rate: 40 L/min

	J-026637*
	1
	
	0.00

	
	Air purge for Laser Oscillator and Optics Module
To keep critical Laser and Optical elements free from dust and possible containmnents air purging is included as a standard on the machine. This ensures a wide range of installation environments and consistent machine operation

	J-026571*
	1
	
	0.00

	
	Voltage of Customer Factory 220 V
This machine is shipped with voltage set to 220 V specification.
Machines that do not have built-in transformers (other than INH and NTX500) require transformers. Please arrange separately.
(Caution)
If the setting is incompatible, there is a possibility of trouble such as operation abnormality and alarm occurrence. Be sure to check the supply voltage, frequency and power supply system of the customer's factory.

	J-014885*
	1
	
	0.00

	
	Frequency 60 Hz
This machine is shipped with frequency set to 60 Hz specification.
(Caution)
IF the setting is incompatible, there is a possibility of trouble such as operation abnormality and alarm occurrence. Be sure to check the supply voltage and frequency of the customer's factory.

	J-G00961*
	1
	
	0.00

	
	Setting Unit, MM 
The unit to be used for the screen display and program commands is set to "millimeter (mm)". 
Turning: "MM" specification for the turret.

	J-004471*
	1
	
	0.00

	
	Screen Text Language

	
	

	
	Screen display English
Language on MAPPS Screen: English
Language on MAPPS Warning Screen: English
Language on NC Screen: English
Language on PC Screen: English

	J-000080*
	1
	
	0.00

	
	
	

	
	Price machine and options
	503,000.00

	
	
	
	
	

	
	Services
	
	USD
	USD 

	
	
	
	
	

	
	Options for MAPPS / SIEMENS / CELOS Control*

	
	

	
	IoTconnector
The IoTconnector allows the use of online services of DMG MORI (e.g. NETservice)

	J-011731*
	1
	
	0.00

	
	Special constructions services

	
	

	
	DMFS FFP Costing

	SK001
	1
	

	32,051.00

	
	DMFS Price Federal Compliance

	SK002
	1
	

	21,368.00

	
	Sales company services

	
	

	
	SV1: Standard Machine Installation
	Z-COST01
	1
	
	0.00

	
	DMG MORI Precision Protection Program
	Z-COST05
	1
	
	30,180.00

	
	DMG MORI Connect
A 2-year subscription of DMG MORI connectivity software:
+ Messenger Cloud - Machine monitoring through web application
+ NETservice 4.0 - Remote service by DMG MORI Hotline via CELOS APP
*NETservice is only available on machines with IoTconnector
	Z-COST06
	1
	
	1,000.00

	
	EG1: Standard Machine Training
	Z-COST07
	1
	
	0.00

	
	
	

	
	Price services
	84,599.00




	
	Price machine and options
	503,000.00

	
	Price services
	84,599.00

	
	
	___________

	
	
	

	
	Total price
	587,599.00

	
	
	===========
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Attachment

Technical Description

	

	 J-A02147

	


Basic machine　LASERTEC 30 SLM US
High precise machine LASERTEC 30 SLM US Machine for precision building of 3D parts with 
layer thicknesses between 20 and 100 μm. 

General information about the machine
	Characteristic value 
	Nominal value 

	(Building up) Volume ( X x Y x Z) 
	300 x 300 x 320 mm 

	Layer thickness
	20 – 100 μm 

	Laser type 
	Fiber laser

	Laser power (depending on laser type) 
	1200 W 

	Software 
	CELOS SLM

	Material 
	Example materials used in SLM: Tool steel, stainless steel, cobalt chrome alloys, titanium, aluminum, precious metal alloys, Inconel

	
	

	
	



Connection data
All values depending on the respective machine version!

Main connection: (3N / PE) 60 Hz 400 V +/- 10%
Power consumption: (see planning documents)
Required mains fuse: (see planning documentation)
Required short-circuit power: (see planning documentation)
For details see planning documents / details please see in the planning documents

Required footprint / space
The required footprint and space of the LASERTEC 30 SLM US is defined by the outer dimension of the machine as well as the swivel arm of the monitor. Moreover sufficient space for an appropriate operation of the machine is required additionally.

The doors of the machine are opening outwards of the machine, so additional space is required for an appropriate operation and maintenance of the machine.

The whole machine can be operated on a floor space of approx. 4,7 x 2,7 meter. (Includes the space for moving the powder containers). A minimum height of 2,7 meter of the room is required. 
A detailed floorplan is available in the planning documents for this machine type.

Installation site requirements
Note!
The customer is responsible for the correct system location.
Should problems arise later on due to failure to follow the information provided,
DMG MORI cannot be held responsible.

Environmental protection requirements
• The system must be installed according to the requirements of the local
environmental protection laws.
• The system must only be installed in enclosed rooms.

Bottom plate
The installation surface must have been checked and approved by a structural
engineer. Relevant details are provided in machine planning documentation.
• The bottom plate must not feature any expansion joints, cracks, cable
ducts or other disruption in the area covered by the complete system.
• The floor at the installation area must be hard, not slanted, and even
with a tolerance of < 5 mm/m².
• The installation surface may not give way due to the system load or external
influences.
• The floor must be free from interfering vibration and shocks.

Properties of the flooring
The flooring must feature the following properties:
• The surface must be easy to clean and suitable for wet cleaning.
• The surface must be slip-proof.
• The surface must be designed so that it prevents metal powder from
sticking to it.
• The flooring must be designed so that it is solvent-resistant.
• The flooring must be electrically conductive or feature antistatic properties.

Load bearing capacity of the floor
Have the load bearing capacity of the floor checked by a structural engineer.
The following weights must be taken into account:
• The maximum installation weight of the system.
• The maximum weight:
- of tool and accessory cabinets including contents.
- of workpieces and devices.
- of persons.
- of transport means.
- of other devices in immediate proximity to the system.

Basement ceilings, storey ceilings
If the system must be installed on basement ceilings, storey ceilings or other
supporting structures, the following must be observed.
Have a structural engineer experienced in construction dynamics check the
following:
• whether the supporting structure can absorb the effects of the machine's
mass forces.

Access
Adequately large access openings must be available for transporting the
system to its installation site.

Laser
Ytterbium Fiber Laser , 1200 W CW
Type: AFX -1000 


Installation
The installation will be done at customer`s site by a DMG MORI service engineer.

Electrical connection
The electrical connection of the machine will be done during installation by a DMG MORI Service engineer.
If the machine will be operated in a region with a lot of interruption of electrical supply, the usage of an Uninterruptible Power Supply (UPS) or a separate power supply unit has to be taken in consideration 

Power supply
The voltage and the frequency must match the nominal values in the table "Connection data". 

Protective measures
The electrical equipment of the machine is designed in such a way that the operator can select the protective measures according to local conditions.
Protection and circuit breaker must be provided at the installation location in accordance with the specifications in the table "Connection data".

Connector
Information on the used connector on the back of the LASERTEC 30 SLM US and on the laser water cooler (if ordered) can be found in the table "Additional data"

Connection of shielding gas
The connection of the machine is carried out during commissioning by a DMG MORI assembly engineer.

Supply of shielding Gas 
The purity and pressure of the gas provided must be consistent with the nominal values of the "Connection data" table

Network connection
The machine has a network connection. The exact specifications can be found in the table "Connection data"

Storage of metal powder 
The following measures have to be considered for the metal powder storage.
- Store metal powders only in closed containers compliant with local rules and regulations

- Metal powder should not be stored in humid environments.

Metal powder, which has been exposed to moisture, can lower the component quality or even cause the machine to malfunction.

- If possible, keep the machine chamber door closed to protect the metal powder already present in the machine from moisture.

- Highly flammable metal powders (e.g., titanium powder) must be stored according to local and national regulations.

For further information on the safe handling of metal powders and their storage, please contact your local DMG MORI office for safety.


	

	 J-011731

	


IoTconnector
The IoTconnector enables to use the DMG MORI online services (eg NETservice). Thanks to an integrated firewall, the machine is protected against attacks despite the online connection. In addition, the IoTconnector receives security updates via an integrated DEVICE MANAGEMENT.
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